**NEW 5301PD Power Drive**

- Works for up to 2” pipe and conduit.
- Rotates the pipe for cutting, threading and reaming operations.
- Users mostly threading 1½” - 2” pipe prefer 38 RPM models.
- Compatible for power roll grooving.
- Approved to the latest US and CSA Canadian standards!
- Majority of parts are interchangeable with competitor’s power drives – see reverse side!

**REED ACCESSORIES**

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>Item Code</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>5301PD38</td>
<td>05301</td>
<td>5301PD @ 38 RPM with Footswitch only</td>
</tr>
<tr>
<td>5301PD57</td>
<td>05302</td>
<td>5301PD @ 57 RPM with Footswitch only</td>
</tr>
<tr>
<td>5301PD38COMP</td>
<td>05303</td>
<td>5301PD @ 38 RPM Complete Includes 1 Each of all Accessories at Right</td>
</tr>
<tr>
<td>5301PD57COMP</td>
<td>05304</td>
<td>5301PD @ 57 RPM Complete Includes 1 Each of all Accessories at Right</td>
</tr>
</tbody>
</table>

- **5301PD Tripod**
- **Transporter**
- **Carriage with Lever**
- **5301PD Reamer**
- **5301PD Pipe Cutter 1/8” - 2”**
- **Universal Die Head**
- **1/2” - 2 1/4” HSS Universal Dies**
- **1” - 2” HSS Universal Dies**
- **Oiler with 1 Gallon Dark Cutting Oil**
Reed 5301PD Power Drive Cross-Referenced to Ridgid brand 300 Power Drive

Main Components

<table>
<thead>
<tr>
<th>Ridgid</th>
<th>Reed</th>
</tr>
</thead>
<tbody>
<tr>
<td>41855</td>
<td>05301 - 5301PD, 38 RPM</td>
</tr>
<tr>
<td>75075</td>
<td>05302 - 5301PD, 57 RPM</td>
</tr>
<tr>
<td>15682</td>
<td>05303 - 5301PD Complete, 38 RPM</td>
</tr>
<tr>
<td>15722</td>
<td>05304 - 5301PD Complete, 57 RPM</td>
</tr>
<tr>
<td>42360</td>
<td>05305 - 5301PDT Tripod</td>
</tr>
<tr>
<td>42575</td>
<td>05306 - Transporter, 5301PD</td>
</tr>
<tr>
<td>68815</td>
<td>05307 - Carriage, with lever</td>
</tr>
<tr>
<td>42365</td>
<td>05308 - Reamer, 5301PD</td>
</tr>
<tr>
<td>42370</td>
<td>05309 - Cutter, 5301PD</td>
</tr>
<tr>
<td>97065</td>
<td>05308 - R811 Universal Die Head</td>
</tr>
<tr>
<td>47765</td>
<td>05310 - 1/2” - 1/4” NPT HSS Universal Dies</td>
</tr>
<tr>
<td>47770</td>
<td>05311 - 1” - 2” NPT HSS Universal Dies</td>
</tr>
<tr>
<td>10883</td>
<td>06150 - OLBUCKT1 Oiler</td>
</tr>
</tbody>
</table>

Part Numbers

<table>
<thead>
<tr>
<th>Ridgid</th>
<th>Reed</th>
</tr>
</thead>
<tbody>
<tr>
<td>30017</td>
<td>95409 Ring Gear</td>
</tr>
<tr>
<td>30022</td>
<td>35415 Dowel Pin, Drive</td>
</tr>
<tr>
<td>30027</td>
<td>95427 Drive Ring</td>
</tr>
<tr>
<td>33785</td>
<td>35404 Set Screw</td>
</tr>
<tr>
<td>36277</td>
<td>95492 Reamer</td>
</tr>
<tr>
<td>36642</td>
<td>9574 Switch, Foot w/cord</td>
</tr>
<tr>
<td>40270</td>
<td>35401 Lock Washer</td>
</tr>
<tr>
<td>40930</td>
<td>30033 Lock Washer</td>
</tr>
<tr>
<td>42385</td>
<td>95551 Arm, Lever</td>
</tr>
<tr>
<td>42845</td>
<td>95569 Body Assembly</td>
</tr>
<tr>
<td>42875</td>
<td>95408 Gear Cover</td>
</tr>
<tr>
<td>43735</td>
<td>95400 Centering Head</td>
</tr>
<tr>
<td>43165</td>
<td>95407 Fan Housing</td>
</tr>
<tr>
<td>43525</td>
<td>95405 Cap</td>
</tr>
<tr>
<td>43540</td>
<td>95404 Scroll, Front</td>
</tr>
<tr>
<td>43740</td>
<td>95401 Back Plate</td>
</tr>
<tr>
<td>44010</td>
<td>95572 Armature, 5301PD in a box</td>
</tr>
<tr>
<td>44015</td>
<td>95573 Field, 5301PD, in a box</td>
</tr>
<tr>
<td>44090</td>
<td>95552 Chuck Set</td>
</tr>
<tr>
<td>44095</td>
<td>95412 Scroll, rear</td>
</tr>
<tr>
<td>44100</td>
<td>95413 Drive Shaft</td>
</tr>
<tr>
<td>44165</td>
<td>95476 Rear Jaw Assy.</td>
</tr>
<tr>
<td>44230</td>
<td>30011 Washer Flat</td>
</tr>
<tr>
<td>44425</td>
<td>95483 Support Bar Assy.</td>
</tr>
<tr>
<td>44505</td>
<td>95557 Switch, with brackets</td>
</tr>
<tr>
<td>44525</td>
<td>95424 Spring Ring</td>
</tr>
<tr>
<td>44540</td>
<td>95570 Brushes, 5301PD, pair</td>
</tr>
<tr>
<td>44555</td>
<td>98848 Field Screw</td>
</tr>
<tr>
<td>44565</td>
<td>98855 Bearing</td>
</tr>
<tr>
<td>44580</td>
<td>95445 Spring, Finger Disk</td>
</tr>
<tr>
<td>44715</td>
<td>95553 Insert Set of 3 5301PD Jaws</td>
</tr>
<tr>
<td>44720</td>
<td>35410 Snap Ring</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Ridgid</th>
<th>Reed</th>
</tr>
</thead>
<tbody>
<tr>
<td>44735</td>
<td>35407 Screw</td>
</tr>
<tr>
<td>44985</td>
<td>95478 Shaft 1 Assembly</td>
</tr>
<tr>
<td>45005</td>
<td>95479 Shaft 2 Assembly</td>
</tr>
<tr>
<td>45060</td>
<td>98846 Bearing</td>
</tr>
<tr>
<td>45075</td>
<td>35427 Screw</td>
</tr>
<tr>
<td>45165</td>
<td>95417 Dowel Pin</td>
</tr>
<tr>
<td>45260</td>
<td>95411 Step Pin</td>
</tr>
<tr>
<td>45265</td>
<td>35412 Set Screw</td>
</tr>
<tr>
<td>45280</td>
<td>35408 Screw</td>
</tr>
<tr>
<td>45295</td>
<td>35405 Bolt, SHCS (Socket Head Cap Screw)</td>
</tr>
<tr>
<td>45300</td>
<td>35413 Set Screw</td>
</tr>
<tr>
<td>45315</td>
<td>98845 Bearing</td>
</tr>
<tr>
<td>45345</td>
<td>95419 Thrust Ring</td>
</tr>
<tr>
<td>45370</td>
<td>95480 Shaft 3 Assembly</td>
</tr>
<tr>
<td>45385</td>
<td>23382 Wing Nut</td>
</tr>
<tr>
<td>45825</td>
<td>95423 Strain Relief Plate</td>
</tr>
<tr>
<td>46035</td>
<td>35403 Bolt, SHCS (Socket Head Cap Screw)</td>
</tr>
<tr>
<td>46050</td>
<td>35409 Set Screw</td>
</tr>
<tr>
<td>46670</td>
<td>35416 Bolt, Hex</td>
</tr>
<tr>
<td>46735</td>
<td>95429 Cord Grommet</td>
</tr>
<tr>
<td>46740</td>
<td>95432 Line Cord w/Plug</td>
</tr>
<tr>
<td>46745</td>
<td>35411 Bolt, SHCS (Socket Head Cap Screw)</td>
</tr>
<tr>
<td>46790</td>
<td>35400 Screw, Slotted</td>
</tr>
<tr>
<td>46830</td>
<td>95454 Plug</td>
</tr>
<tr>
<td>46985</td>
<td>35423 Lock Washer</td>
</tr>
<tr>
<td>68880</td>
<td>95433 Cord, Foot Switch</td>
</tr>
<tr>
<td>83500</td>
<td>35435 Screw, Thread Cutting</td>
</tr>
<tr>
<td>87740</td>
<td>95481 Motor and Gear Assy.</td>
</tr>
<tr>
<td>88690</td>
<td>95428 Warning Plate</td>
</tr>
<tr>
<td>89150</td>
<td>95403 Hand Wheel</td>
</tr>
</tbody>
</table>

---

Ridgid® is a registered trademark of RIDGID, Inc. and is not associated with Reed Manufacturing Company.